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(v) The permit may contain a sched-
ule for submittal of the information re-
quired in paragraphs (c)(8) (iii) and (iv)
provided the owner or operator obtains
written authorization from the Re-
gional Administrator prior to sub-
mittal of the complete permit applica-
tion.

(d) Information requirements for solid
waste management units. (1) The fol-
lowing information is required for each
solid waste management unit at a fa-
cility seeking a permit:

(i) The location of the unit on the
topographic map required under para-
graph (b)(19) of this section.

(ii) Designation of type of unit.
(iii) General dimensions and struc-

tural description (supply any available
drawings).

(iv) When the unit was operated.
(v) Specification of all wastes that

have been managed at the unit, to the
extent available.

(2) The owner or operator of any fa-
cility containing one or more solid
waste management units must submit
all available information pertaining to
any release of hazardous wastes or haz-
ardous constituents from such unit or
units.

(3) The owner/operator must conduct
and provide the results of sampling and
analysis of groundwater, landsurface,
and subsurface strata, surface water, or
air, which may include the installation
of wells, where the Director ascertains
it is necessary to complete a RCRA Fa-
cility Assessment that will determine
if a more complete investigation is
necessary.

[48 FR 14228, Apr. 1, 1983; 48 FR 30114, June 30,
1983, as amended at 50 FR 2006, Jan. 14, 1985;
51 FR 16458, May 2, 1986; 51 FR 40653, Nov. 7,
1986; 52 FR 23450, July 9, 1987; 52 FR 25953,
July 9, 1987; 52 FR 33936, Sept. 9, 1987; 52 FR
45799, Dec. 1, 1987; 52 FR 46965, Dec. 10, 1987;
54 FR 617, Jan. 9, 1989; 55 FR 25517, June 21,
1990; 57 FR 37281, Aug. 18, 1992; 59 FR 62952,
Dec. 6, 1994; 60 FR 63433, Dec. 11, 1995; 61 FR
59996, Nov. 25, 1996; 62 FR 64671, Dec. 8, 1997;
63 FR 56735, Oct. 22, 1998]

§ 270.15 Specific part B information re-
quirements for containers.

Except as otherwise provided in
§ 264.170, owners or operators of facili-
ties that store containers of hazardous
waste must provide the following addi-
tional information:

(a) A description of the containment
system to demonstrate compliance
with § 264.175. Show at least the fol-
lowing:

(1) Basic design parameters, dimen-
sions, and materials of construction.

(2) How the design promotes drainage
or how containers are kept from con-
tact with standing liquids in the con-
tainment system.

(3) Capacity of the containment sys-
tem relative to the number and volume
of containers to be stored.

(4) Provisions for preventing or man-
aging run-on.

(5) How accumulated liquids can be
analyzed and removed to prevent over-
flow.

(b) For storage areas that store con-
tainers holding wastes that do not con-
tain free liquids, a demonstration of
compliance with § 264.175(c), including:

(1) Test procedures and results or
other documentation or information to
show that the wastes do not contain
free liquids; and

(2) A description of how the storage
area is designed or operated to drain
and remove liquids or how containers
are kept from contact with standing
liquids.

(c) Sketches, drawings, or data dem-
onstrating compliance with § 264.176
(location of buffer zone and containers
holding ignitable or reactive wastes)
and § 264.177(c) (location of incompat-
ible wastes), where applicable.

(d) Where incompatible wastes are
stored or otherwise managed in con-
tainers, a description of the procedures
used to ensure compliance with
§§ 264.177 (a) and (b), and 264.17 (b) and
(c).

(e) Information on air emission con-
trol equipment as required in § 270.27.

[48 FR 14228, Apr. 1, 1983; 48 FR 30114, June 30,
1983; 59 FR 62952, Dec. 6, 1994]

§ 270.16 Specific part B information re-
quirements for tank systems.

Except as otherwise provided in
§ 264.190, owners and operators of facili-
ties that use tanks to store or treat
hazardous waste must provide the fol-
lowing additional information:

(a) A written assessment that is re-
viewed and certified by an independent,
qualified, registered professional engi-
neer as to the structural integrity and
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suitability for handling hazardous
waste of each tank system, as required
under §§ 264.191 and 264.192;

(b) Dimensions and capacity of each
tank;

(c) Description of feed systems, safe-
ty cutoff, bypass systems, and pressure
controls (e.g., vents);

(d) A diagram of piping, instrumenta-
tion, and process flow for each tank
system;

(e) A description of materials and
equipment used to provide external
corrosion protection, as required under
§ 264.192(a)(3)(ii);

(f) For new tank systems, a detailed
description of how the tank system(s)
will be installed in compliance with
§ 264.192 (b), (c), (d), and (e);

(g) Detailed plans and description of
how the secondary containment system
for each tank system is or will be de-
signed, constructed, and operated to
meet the requirements of § 264.193 (a),
(b), (c), (d), (e), and (f);

(h) For tank systems for which a
variance from the requirements of
§ 264.193 is sought (as provided by
§§ 264.193(g)):

(1) Detailed plans and engineering
and hydrogeologic reports, as appro-
priate, describing alternate design and
operating practices that will, in con-
junction with location aspects, prevent
the migration of any hazardous waste
or hazardous constituents into the
ground water or surface water during
the life of the facility, or

(2) A detailed assessment of the sub-
stantial present or potential hazards
posed to human health or the environ-
ment should a release enter the envi-
ronment.

(i) Description of controls and prac-
tices to prevent spills and overflows, as
required under § 264.194(b); and

(j) For tank systems in which ignit-
able, reactive, or incompatible wastes
are to be stored or treated, a descrip-
tion of how operating procedures and
tank system and facility design will
achieve compliance with the require-
ments of §§ 264.198 and 264.199.

(k) Information on air emission con-
trol equipment as required in § 270.27.

[51 FR 25486, July 14, 1986; 51 FR 29431, Aug.
15, 1986; 59 FR 62952, Dec. 6, 1994]

§ 270.17 Specific part B information re-
quirements for surface impound-
ments.

Except as otherwise provided in
§ 264.1, owners and operators of facili-
ties that store, treat or dispose of haz-
ardous waste in surface impoundments
must provide the following additional
information:

(a) A list of the hazardous wastes
placed or to be placed in each surface
impoundment;

(b) Detailed plans and an engineering
report describing how the surface im-
poundment is designed and is or will be
constructed, operated, and maintained
to meet the requirements of §§ 264.19,
264.221, 264.222, and 264.223 of this chap-
ter, addressing the following items:

(1) The liner system (except for an
existing portion of a surface impound-
ment). If an exemption from the re-
quirement for a liner is sought as pro-
vided by § 264.221(b), submit detailed
plans and engineering and
hydrogeologic reports, as appropriate,
describing alternate design and oper-
ating practices that will, in conjunc-
tion with location aspects, prevent the
migration of any hazardous constitu-
ents into the ground water or surface
water at any future time;

(2) The double liner and leak (leach-
ate) detection, collection, and removal
system, if the surface impoundment
must meet the requirements of
§ 264.221(c) of this chapter. If an exemp-
tion from the requirements for double
liners and a leak detection, collection,
and removal system or alternative de-
sign is sought as provided by § 264.221
(d), (e), or (f) of this chapter, submit
appropriate information;

(3) If the leak detection system is lo-
cated in a saturated zone, submit de-
tailed plans and an engineering report
explaining the leak detection system
design and operation, and the location
of the saturated zone in relation to the
leak detection system;

(4) The construction quality assur-
ance (CQA) plan if required under
§ 264.19 of this chapter;

(5) Proposed action leakage rate,
with rationale, if required under
§ 264.222 of this chapter, and response
action plan, if required under § 264.223
of this chapter;

(6) Prevention of overtopping; and
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